§194.05-9

other suitable means are fitted to se-
cure such lashings and provided the in-
dividual items are of such a configura-
tion as to prevent slippage of the lash-
ings. Shoring and dunnage may be used
as necessary to further facilitate the
security of the stowage.

(4) Stowage area shall be selected so
as to provide for safe access to all in-
ternal spaces and to all parts of the
deck required to be used in navigation
and working of the vessel. Stowage
shall not be on or under the bridge, or
navigating deck, or within a distance,
in a horizontal plane, of 25 feet of an
operating or embarkation point of any
lifeboat or raft. Reduction of this dis-
tance to allow for special configura-
tions will be permitted only if specifi-
cally approved by the Commandant.

[CGFR 67-83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86-033, 53 FR 36027, Sept. 16,
1988; CGD 92-050, 59 FR 39966, Aug. 5, 1994;
CGD 97-057, 62 FR 51051, Sept. 30, 1997]

§194.05-9 Flammable liquid chemical
stores—Detail requirements.

(a) Flammable liquids as chemical
stores and reagents are governed by
subparts 194.15 and 194.20.

(b) Other flammable liquids are regu-
lated by the appropriate portions of 49
CFR parts 172, 173, and 176 or part 147 of
Subchapter N (Dangerous Cargoes) of
this chapter.

[CGFR 67-83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86-033, 53 FR 36027, Sept. 16,
1988; 53 FR 46872, Nov. 21, 1988]

§194.05-11 Flammable solids and oxi-
dizing materials—Detail require-
ments.

(a) Flammable solids and oxidizing
materials used as chemical stores and
reagents are governed by subparts
194.15 and 194.20.

(b) Oxidizing materials used as blast-
ing agents are regulated by the appro-
priate portions of 49 CFR parts 172, 173,
and 176.

[CGFR 67-83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86-033, 53 FR 36027, Sept. 16,
1988; 53 FR 46872, Nov. 21, 1988]

§194.05-13 Corrosive liquids as chem-
ical stores—Detail requirements.

(@) Corrosive liquids as chemical
stores and reagents are governed by
subparts 194.15 and 194.20.
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(b) Other corrosive liquids are regu-
lated by the appropriate portions of 49
CFR parts 172, 173, and 176 or part 147 of
Subchapter N (Dangerous Cargoes) of
this chapter.

[CGFR 67-83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86-033, 53 FR 36027, Sept. 16,
1988]

§194.05-15 Compressed gases as chem-
ical stores—Detail requirements.

(a) Compressed gases as chemical
stores and reagents are governed by
subparts 194.15 and 194.20.

(b) Other compressed gases are regu-
lated in accordance with the appro-
priate portions of 49 CFR parts 172, 173,
and 176 or part 147 of Subchapter N
(Dangerous Cargoes) of this chapter.

[CGFR 67-83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86-033, 53 FR 36027, Sept. 16,
1988]

§194.05-17 Poisonous articles as chem-
ical stores—Detail requirements.

(a) Poisonous articles as chemical
stores and reagents shall be governed
by subparts 194.15 and 194.20.

(b) Other poisonous articles shall be
regulated by the appropriate portions
of 49 CFR parts 172, 173, and 176 or part
147 of Subchapter N (Dangerous Car-
goes) of this chapter.

[CGFR 67-83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86-033, 53 FR 36027, Sept. 16,
1988]

§194.05-19 Combustible liquids as

chemical stores—Detail require-
ments.
(@) Combustible liquid chemical

stores and reagents shall be governed
by subparts 194.15 and 194.20.

(b) Other combustible liquids shall be
regulated by the appropriate portions
of 49 CFR parts 172, 173, and 176 or part
147 of Subchapter N (Dangerous Car-
goes) of this chapter.

[CGFR 67-83, 33 FR 1151, Jan. 27, 1968, as
amended by CGD 86-033, 53 FR 36027, Sept. 16,
1988]

§194.05-21 Other regulated materials.

(a) Other Regulated Materials (DOT
Hazard Class ‘“ORM”) as chemical
stores and reagents shall be governed
by appropriate portions of subparts
194.15 and 194.20 of this part.
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